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SUMMARY

Extensive constant stress-rate testing for 96 wt % alumina was conducted in room-temperature distilled water

using four different specimen/loading configurations: rectangular beam test specimens under four-point uniaxial

flexure, square plate test specimens in ring-on-ring biaxial flexure, square plate test specimens in ball-on-ring

biaxial flexure, and dog-boned tensile test specimens in pure tension. The slow crack growth (SCG) parameter n

was almost independent of specimen/loading configurations, in either four-point uniaxial flexure, ring-on-ring

biaxial flexure, ball-on-ring biaxial flexure, or pure tension, ranging from n = 35 to 47 with an average value of

n = 41.1 + 4.5. The prediction of fatigue strength/reliability based on the four-point uniaxial flexure data by using

the CARES/L_fe design code as well as a simple PIA model was in good agreement with both the ring-on-ring

biaxial and the ball-on-ring biaxial flexure data. A poor prediction using the PIA model was observed for the dog-

boned tensile test specimens, presumably due to different flaw population involved in the tensile test specimens.

INTRODUCTION

Advanced ceramics are candidate materials for structural applications in advanced heat engines and heat

recovery systems. The major limitation of these materials in high temperature applications is slow crack growth

('fatigue')-associated failure, where slow crack growth (SCG) of inherent defects or flaws can occur until a critical

size for catastrophic failure is reached. Some aluminas have exhibited slow crack growth even at low temperatures

including ambient temperature. Therefore, in order to ensure accurate life prediction of ceramic components, it is

important to accurately evaluate slow crack growth behavior or SCG parameters of the material with specified load-

ing and temperature conditions.

There are several ways of determining SCG parameters of a ceramic or brittle material. Typically, constant

stress-rate (also called "dynamic fatigue"), constant stress ("static fatigue"), or cyclic stress ("cyclic fatigue") testing
is conducted with ground specimens with inherent flaws or to precracked fracture mechanics specimens in which

the crack velocity measurements are made directly. The SCG parameters required for life prediction/reliability can

be determined from appropriate relations between strength and applied stress rate for constant stress-rate testing,
and between time-to-failure and applied stress for both constant stress and cyclic stress testing. Because of its sim-

plicity, constant stress-rate testing has been used for several decades and has merit over other methods in some
cases. Strength is determined in a routine manner at four to five stress rates by applying constant crosshead speeds

(displacement control) or constant loading rates (load control).

Extensive constant stress-rate testing for 96 wt % alumina was conducted in distilled water at ambient tempera-

ture to determine slow crack growth behavior of 96 wt % alumina using various specimen/loading configurations.

Four different specimen/loading configurations were used: four-point uniaxial flexure with rectangular beam speci-

mens, ring-on-ring biaxial flexure with square plate specimens, ball-on-ring biaxial flexure with square plate speci-

mens, and pure tension with dog-boned, cylindrical specimens. A special emphasis on experiments was placed in

the development of pure tension testing where a series of different testing techniques had to be followed to come up

with an assured test methodology. The SCG and reliability parameters obtained from four-point uniaxial flexure

with rectangular beam specimens (ref. 1) were taken as baseline data in predicting the SCG behavior of other speci-

men/loading configurations. The life prediction/reliability was made using both the CARES/Life computer code

developed at the NASA Glenn (ref. 2) and the simple analytical PIA (principle of independent action) model

(refs. 3 and 4)
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EXPERIMENTAL PROCEDURES

Material

The material used in this study was isopressed, 96 wt % alumina, fabricated by General Electrical Ceramic

(Laurens, SC), designated as Alsimag 614. The major physical and mechanical properties of the material are sum-

marized in table I. The material had been used for the determination of strength and slow crack growth behaviors

at ambient temperature (refs. 1 and 5) before this work was completed (in 1996). The microstructure of the

material, typified as a somewhat bimodal grain structure, is shown in figure 1. This material containing glassy

phases has exhibited a moderate SCG in room-temperature distilled water with a SCG parameter of n _- 40 to 50

(refs. 1 and 5) so that it was considered as an ideal material to model SCG behavior under different specimen/

loading configurations.

TABLE 1. BASIC MECHANICAL AND PHYSICAL PROPERTIES OF
96 WT % ALUMINA AT AMBIENT TEMPERATURE

Density? Young's Hardness: Poisson's Fracture Inert
g/cm _ modulus? GPa ratio b toughness: strength5

GPa MPa'_m MPa

3.65 302 10.0 0.24 3.1 ---0.2

_By bulk mass method.

"By impulse excitation method with disks (ASTM C1259).
'By Vickers hardness method (ASTM C1327/.
°By SEPB method (ASTM C t421)

"By four-point flexure (20/40 mm spans) (ASTM C 161 l ).

295.4± 17.0

Figure 1 .mMicrostructure of 96 wt% alumina used in

this study.

Constant Stress-Rate Testing

Constant stress-rate (also called "dynamic fatigue") testing employs a series of stress rates, four to five, to deter-

mine the corresponding fracture strengths. The susceptibility to slow crack growth of a material can be measured

from a degree of strength degradation with respect to applied stress rate. The strength as a function of stress rate

subjected to constant stress-rate testing can be expressed as follows (ref. 6):

l

crf = D[dr]n+l (1)
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where afis the fracture strength, 6- is the applied stress rate, D and n are the SCG parameters. The above equation
can be derived based on the fundamental assumption that SCG of ceramics and glass is governed by the power-law

crack velocity (ref. 7)

= = A +'I
v _ K/C

(2)

where v is the crack velocity, a the crack size, t the time, K/the mode I stress intensity factor, K/C the fracture

toughness of a material, and A and n are the SCG parameters. The SCG parameters n and D in equation ( 1) can be

determined from the slope and the intercept of the data (curve), respectively, via a linear regression analysis when

log (fracture strength) was plotted as a function of log (stress rate). There are two widely utilized methods in esti-
mating the SCG parameters n and D, which are individual data method and arithmetic mean method. The individual

data method uses the individual strength (not-averaged) with each individual stress rate (not-averaged) in the linear

regression analysis: while the arithmetic mean method uses the arithmetic mean strength with mean stress rates. It
has been shown that little difference was found in the values of n and D between the two methods for the case of

Weibull modulus m > l0 (ref. 8). The parameter A can be estimated from D with an appropriate relation (ref. 9). The

simplicity of the constant stress-rate test method had prompted an effort to establish an ASTM standard within the

C28 Advanced Ceramics Committee to determine SCG parameters of advanced ceramics (ref. 10). A full consensus

Test Method C1368 has been developed in 1997 (ref. 11). In Test Method C 1368, the individual data method is

recommended in determining SCG parameters n and D, Detailed test procedure will be described below. The overall

test specimen/loading configurations used in this study are summarized in figure 2,

I

Ring-on-ring biaxial flexure Ball-on-ring biaxial flexure

Four-point uniaxial flexure

I

Pure tension
I

I

I

I

Figure 2.--Test specimen/loading configurations used in this study; Ring-on-ring biaxial
flexure, ball-on-ring biaxial flexure, four-point uniaxial flexure, and pure tension.
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Four-point uniaxial flexure with rectangular beam specimens.--Constant stress-rate testing in four-point
uniaxial flexure was carried out previously (refs. 1 and 5). The test specimens were cut from a billet such that the

nominal dimensions of rectangular beam test specimens were 3 by 4 by 50 mm, respectively, in width, thickness

and length (Type B, ASTM C 1161 ). After machining, all the test specimens were annealed in air at 1200 °C for 1 hr

to remove or minimize any spurious residual stress and machining damage. Each test specimen was tested in room-
temperature distilled water using a stainless steel, four-point flexure fixture with 20 mm-inner and 40 ram-outer

spans in accordance with ASTM C 1368. Six different stress rates ranging from 0.0333 to 3333 MP/s were applied

by using an electromechanical test frame (Model 8562, Instron, Canton, MA) in load control. A total of ten speci-

mens were used at each stress rate. Inert strength was also determined in silicon oil (704 Diffusion Pump Fluid,
Dow Coming, Midland, MI) at a fast stress rate of 33.33 MPa/s with a total of 20 test specimens.

Ring-on-ring biaxial flexure with square plate specimen_.--The nominal dimensions of square plate test speci-
mens were 2 by 25 by 25 mm, respectively, in thickness and two sides. The test specimens were annealed at 1200 °C

for 1 hr to eliminate or minimize any residual stress and damage associated with machining. Each test specimen

was tested in room-temperature distilled water with a ring-on-ring biaxial test fixture with 5.625 ram-loading ring
and 10.36 mm-support ring radii. The lower, support-ring fixture consisted of 6 stainless steel balls (9.521 mm

diam with a hardness of 60 Rockwell C) placed peripherally on a stainless steel bearing race. A copper ring with

a 5.625 mm diameter was used as an upper, loading ring. Four different stress rates ranging from 0.0333 to

2560 MPa/s were appfied using the electromechanical test frame in load control. A total of five specimens were used

at each stress rate. Inert strength was also measured in silicon oil at 33.33 MPa/s using a total of six specimens. Each

test specimen was placed accurately in the test fixture using a specially designed aligning tool so that the center of

the test specimen corresponded to the center of the test fixture assembly. The fracture strength (cf} was calculated
using the following equation (ref. 12):

(3)

where P is the fracture load, t is the specimen thickness, v is Poisson's ratio, a is the support-ring radius, b is the

loading-ring radius, and R is the test specimen radius in disk specimen configuration. The equivalent, test specimen
radius (R) for square plate specimens was obtained by the suggestion of Vitman and Pukh (ref. 13):

R - = 1.207h
2

(4)

where 2h is the side length of a square plate.

Bali-on-ring biaxial flexure with square plate specimens.--The dimensions and heat treatment of square-plate

test specimens used in ball-on-ring biaxial flexure testing were the same as those used in ring-on-ring biaxial flex-
ure. The test specimens were tested in room-temperature distilled water using the biaxial flexure test fixture that

consisted of an upper, 1.03 mm-uniform contact-loading zone radius and a lower, 10.29 mm-support ring radius.

The upper loading fixture with a uniform contact loading zone (that was to be in contact with the center region of

compression side of test specimens) was made with a hardened steel ball with its small portion flattened by grinding.

The radius of the small flattened, uniform contact loading zone was 1.03 mm. A thrust ball bearing assembly was

used for the lower, support-ring fixture. The range and the number of applied stress rates employed in this ball-on-
ring biaxial testing were the same as those used in the ring-on-ring biaxial testing. Five specimens were used at each

stress rate. The inert strength was determined in silicon oil at 33.33 MPa/s with a total of 4 specimens. As used in

the ring-on-ring biaxial flexure testing, a special aligning tool was used to position accurately each test specimen
relative to the test fixture assembly. The fracture strength was calculated using the following equation (ref. 12):

O'f = l+21na+
4/rt 2 b l_v[ _)'_- (5)
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whereb is the radius of the uniform contact loading zone, and other terms are the same as those defined in

equation (3).
Pure tension with dog-boned cylindrical specimens.--The dog-boned, tensile test specimens with round cross-

section were cut from the billet. The nominal diameter and the gage length of test specimens were 3 and 20.7 mm,

respectively. A drawing of the test specimen is shown in figure 3. Each pin-loading hole was tapered toward the

center to improve alignment (ref. 14). The geometry and configuration of the test specimens were similar to those
of the NCX 34 silicon nitride tensile specimens previously used for elevated-temperature constant stress ("static

fatigue") testing (ref. 15). However, the cross-sections were different. The square cross-section was used for the
NCX 34 silicon nitride tensile test specimens: whereas, the round cross-section was used for the 96 wt % alumina

test specimens, to minimize or eliminate possible stress concentration frequently occurring at the edges of the square

cross-section specimens due to undesirable bending.
It was observed that the tensile test specimens were poorly ground with visible undercuts, chatter marks and/or

spirals in the gage sections so that elaborate polishing with SiC papers had to be done to smooth the gage section
and to reduce the undercut of each test specimen. The test specimens, after polishing, were then annealed in air at

1200 °C for 1 hr. Several different time-consuming trials were made to achieve an optimum loading configuration

for the test specimens with a minimum error, as follows:

Wire-rope loading system: Each lower or upper set of this loading system consisted of a 4.76 mm (3/16 in.)-

diameter steel wire rope (with a length of 9 in.) attached at each end with a stainless steel straight-pull end, and a

stainless steel specimen grip with a loading pin hole. The test specimen was loaded through the upper and lower

loading pins attached to the specimen grips. Because of inherent warping (or twist) of the wire ropes, a rotational

displacement was induced to the test specimen during loading. This loading system resulted in a bending strain of

.211

.2 holes
see detail

.591

.276 radius i2 centers no
undercut I

.211

T
.591

1

.118 diam
r-1

Section A-A

--_ _ .118

T
I

I
J

I 2.00

I

A A

d 10o
T l

.197 .02

diam!

1,
Hole detail

Figure 3.--Schematics of a dog-boned, cylindrical tensile test specimen. Units are in inches.
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~11percentatatensileloadclosetofailure.Thestrainwasmeasuredwithstraingagesattachedtothegagesection
ofareferencetestspecimen.

Swivel wire-rope loading system: This was basically the same as the "wire-rope loading system" with the excep-

tion of thrust ball bearings installed at the end of each rope to accommodate the rotational displacement of the wire

rope. This system, however, did not meet the acceptable alignment level, bending strain <7 percent.

Chain-link loading system: The steel wire rope was replaced with a steel link chain (link dimensions

1.5×1 in. with 1/4 in. diam) with a length of 9.5 in. This setup resulted in better alignment (about 9 percent bending)
than the "wire-rope loading system" but not as good as the "swivel wire-rope loading system."

Fixed single-pin loading system: This grip system consisted of the upper and lower grips with a single pin hole
for each grip (as used for the wire rope and chain link loading systems), rigidly and directly mounted to the test

frame, as shown in figure 4. Alignment of test specimen was optimized using a standard alignment fixture equipped

on the test frame. The resulting bending was found to be 2.3 to 14.8 percent depending on the test-specimen orienta-

tion in the grips. Because of its simplicity and alignment satisfaction, this system was chosen as a potential loading

system and its workability was checked by conducting actual constant stress-rate testing as follow.

Figure 4.mA dog-boned cylindrical tensile test speci-
men attached to fixture grips in fixed single-pin
loading system.

Constant stress-rate testing was carried out at a lower stress rate of 0.0333 MPa/s with each test specimen

immersed in RT distilled water via a plastic container. The first ten specimens, however, failed at the loading-pin

holes. Hence, the following attempts were made to determine and/or remedy the problem associated with the pin-
hole failure.

i. The heads of each test specimen including pin holes were coated with polyurethane to protect against failure
due to slow crack growth accelerated with water.

ii. Similarly, the heads of test specimens were coated with grease.

iii. The loading-pin holes were polished with diamond compound to remove sharp edges and damage due to
machining, thus to minimize stress concentration.

iv. The test specimens were annealed with longer annealing time to ensure more crack healing, with 40 hr at
1200 °C.

However, the above attempts combined did not solve the pin-hole failure problem. This prompted the use of

strain gages near and inside the pin hole to examine if there might be a possible stress concentration. The stress, par-

allel in direction to the gage-section tensile stress, was determined at the location close to the pin hole, which lied on

the horizontal centerline of the pin hole. The resulting stress was not comparable with that in the gage section. The

stress inside the pin hole was estimated from the strain gages placed on the wall of the pin hole, positioned at the

NASA/TM--2000-210206 6
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Figure 5.---Schematic of fixed double-pin loading system.

right angle from the vertical centerline of the hole. The tangential stress inside the pin hole was found to be almost

twice that of the gage section. This undesirable stress concentration occurring inside the pin hole led to a new fixture

design with a double-pin loading system.

Fixed double-pin loading system: This double-pin test fixture has been used previously in tension testing for

ceramics (ref. 16). Instead of using single pin-loading (through the pin hole of the test specimen), the test specimen

in this fixture was loaded through its shoulders by two loading pins. The details of the fixed double-pin loading sys-

tem are shown in figure 5. Bending strata was between 0 and 9 percent depending on the specimen orientation and

was able to be adjusted within an acceptable level of <7 percent. However, several test specimens failed from the

pin/specimen contact regions, associated with Hertzian contact damage. This problem was easily remedied by insert-

ing thin copper shims (0.05 mm thick) between the test-specimen shoulders and the loading pins. The fixed double-

pin loading fixture thus modified was utilized throughout the tension testing.

Constant stress-rate tension testing using the fixed double-pin loading fixture was conducted with the dog-

boned tension test specimens in room-temperature distilled water using the electromechanical test frame in load-

control. Four different stress rates ranging from 0.0333 to 2700 MPa/s were employed. A total of five specimens

were used at each stress rate. The inert strength was also determined at 33.33 MPa/s in silicon oil with five test

specimens. Figure 6 shows a summary of different modes of failure associated with the test fixtures and the machin-

ing conditions of test specimens. The figure includes the pin-hole failure occurring due to stress concentration in the

fixed single-pin loading fixture; the shoulder-region failure due to Hertzian contact damage in the fixed double-pin

loading fixture; the transition-region failure due to inappropriate machining in the fixed double-pin loading fixture;

and the desirable, normal gage-section failure in the fixed double-pin loading fixture

Fractographic Analysis

Some limited fractographic analysis was made to determine the source of failure origin, crack branching length
and/or fracture mirror size, if possible. Crack branching lengths for the biaxial flexure test specimens were evaluated

by an optical microscope (Olympus, SZH, Japan) in conjunction with a displacement measuring equipment
(Boeckler, AZ, Germany). Fracture mirror sizes for the four-point uniaxial flexure test specimens were also deter-

mined using the same measuring system. The crack branching constant or fracture mirror constant is related to frac-

ture strength as a function of crack branching length or fracture mirror size as follows (ref. 17):

NASA/TM--2000-210206 7



Figure 6.--Summary of different modes of failure for
tensile test specimens: (a) Original (untested) test

specimen; (b) Pin-hole failure in the fixed single-pin
loading system; (c) Shoulder-region failure in the

fixed double-pin loading system; (d) Transition-
region failure; (e) Normal, gage-section failure in
the fixed double-pin loading system.

/

Fractu i origin

.......................

Flaw

_1 rrn//_ ///_

Figure 7.---Schematic of (a) branched cracks and
(b) fracture mirror region developed in fracture
surface.

cr/-r 1/2 = A (6)

where r is the crack branching length (radius) or fracture mirror size (radius) in units of meter, as defined in figure 7,

and A is the crack branching constant or fracture mirror constant in units of MPa-vt-m. The crack branching or frac-

ture mirror constant can be obtained from equation (6) using a functional-fit analysis based on a given set of data on

strength versus corresponding crack branching length or fracture mirror size.

RESULTS

Four-point uniaxial flexure with rectangular beam test specimens

The results of constant stress-rate testing for the rectangular beam test specimens in four-point uniaxial

flexure are shown in figure 8, where log (fracture strength) was plotted against log (applied stress rate) based on

equation ( 1 ). The decrease in fracture strength with decreasing stress rate, which represents susceptibility to SCG,

is evident from the plot. The SCG parameters, estimated based on equation (1) with units of MPa in strength and

MPa/s in stress rate, were n = 47.24+3.43 and log D = 2.3486_+0.0029 by the individual data method. The two-

parameter Weibull plot of the inert strength determined with a total of 20 test specimens is shown in figure 9, where

the failure probability (F) was plotted as a function of fracture strength based on the distribution equation of lnln

( 1/( 1 - F)) = m In 9.+ I with m and I being Weibull modulus and intercept, respectively. Weibull modulus (m) and

characteristic strength (0"63 were obtained as m = 20.2 and _0 = 303.2 MPa, respectively. A relatively low scatter in
strength (typically, coefficients of variation < 5 percent) was observed for most of the strength data, indicating that

the test specimens exhibited high Weibull modulus, m > 20, regardless of test environment, either in distilled water
or in silicon oil.

A typical example of fracture surface of a test specimen tested in a fast test rate of 333 MPa/s is shown in

figure 10. Although not all the individual test specimens were fractographically examined, it is believed that most of

the specimens tested would have failed from surface flaws or surface defects that were directly exposed to a SCG-

enhancing environment, water. A summary of SCG parameters estimated by both the individual data and the arith-
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400 --

96 wt% alumina

RT water

Four-point flexure

Inert

15o I [ L [ I I I I
10-2 10-1 10 0 101 10 2 10 3 10 4 10 5 10 6

Stress rate, _r [MPa]

Figure 8._Results of constant stress-rate testing

for alumina in four-point uniaxial flexure in room-

temperature distilled water [1]. The inert strength

was included for comparison.

2 --

96 wt% alumina //A

1 -- Four-point flexure; //_

•-"_ 0 -- Inert /_
_-1 --

--_' _ m = 20.2

-2 -- /_' ere =303.2 MPa

-3--

I'1 _ I I I IJ I-4
5.2 5.3 5.4 5.5 5.6 5.7 5.8 5.9 6.0

In crf [In (MPa)]

I I I I I
200 250 300 350 400

(MPa)

Figure 9._A Weibull plot of inert strength of alumina
in four-point uniaxial flexure in silicon oil at room

temperature.

I__1

250 Fm

Figure 10.--A typical example of fracture surface

of alumina in four-point uniaxial flexure in room-

temperature distilled water: _ = 333 MPa/s;

o-f = 269 MPa.

metic mean methods is shown in table II. As can be seen from the table, the difference in SCG parameters between

the two estimation methods was negligible for a given specimen/loading condition, consistent with the previous

results for other various advanced ceramics (ref. 8).

Ring-on-Ring Biaxial Flexure With Square Plate Test Specimens

The results of constant stress-rate testing in ring-on-ring biaxial flexure with square plate test specimens are

shown in figure 11. The SCG parameters were estimated as n = 43.34+4.87 and log D = 2.3187+0.0050 by the indi-

vidual data method (see table II). This value of n is in good agreement with the value of n = 47.24 obtained from
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TABLE II. SUMMARY OF SLOW CRACK GROWTH (SCG) PARAMETERS NAND D DETERMINED BY

CONSTANT STRESS-RATE TESTING IN ROOM-TEMPERATURE DISTILLED WATER FOR 96 WT %

ALUMINA WITH FIVE DIFFERENT SPECIMEN/LOADING CONFIGURATIONS

Specimen loading

conflguralions

Four-point flexure [rectangular

beam test specimens)

Ring-on-ring biaxial flexure

(,square plate test specimens)

Ball-on-ring biaxial flexure

!square plate test specimens)

Pure tension (dog-boned

cylindrical test specimens)

Four-point flexure (cylindrical

rod test specimens)

Average

Number of

stress rates

Number of test

specimens per
stress rate

10

4 5

4 5

Note: Units are in MPa Ibr strength and MPa,,s for stress rate.

q'he numbers in parentheses indicate +1.0 standard deviations.

SCG parameters 01 and D)

By arithmetic mean method By individual data method

Log D/t

47.12 2.3489

_(3.03l (0.0026)
43.42 2.3191

(].40) (0.0014!
35.12 2.3847

l i .95) (0.00301)
40.10 2.2914

(2.671 ) (0.0032)
39.72 2.3489

41.10

t4.48)

n Log D

47.24 2.3486

(3.431 (0,0029)

43.34 2.3187

(4.87) (0,0050)
35.53 2.3850

(3.73) (0.0055)
4O. 13 2,2898

(8.29) (0.0099)

39.37 2.3989

(7.751 ((1.0071)

41.12

(4.41 )

a. 300

¢-

ID

ii

400 --

2oo
[]
[]

150 I
10-2 10-1

96 wt% alumina
RT water

Ring-on-ring biaxial

g]
[] []

[]

Q

Inert

I I I I I i I
100 101 102 103 104 105 106

Stress rate, b [MPa]

Figure 11 .---Results of constant stress-rate testing
for alumina square plate specimens in ring-on-
ring biaxial flexure in room-temperature distilled
water.

!

/
/

t__J
3 mm

Figure 12.--Typical fracture pattern (a) and fracture
surface (b) of an alumina square plate specimen in
ring-on-ring biaxial flexure in room-temperature
distilled water: _ = 1.05 MPa/s; (rf = 223 MPa. The
arrow in (a) indicates a flaw origin,
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four-pointuniaxialflexureloading.All thetestedspecimensfailedwithintheloading-ringdiameter,inwhichthe
maximum,biaxialstressstate(inbothtangentialandradialstresses)wasattained.Typical examples of crack-

branching pattern and fracture surface of a square plate test specimen subjected to a low stress rate of 1.05 MPa/s
are shown in figure 12.

Ball-on-Ring Biaxial Flexure With Square Plate Specimens

The test results of constant stress-rate testing in ball-on-ring biaxial flexure with square plate test specimens are

depicted in figure 13. The SCG parameters were estimated to be n = 35.53+3.73 and log D = 2.3850i-_0.0055,

respectively, by the individual data method, as shown in table II. This value of _1is 25 and 18 percent lower than the

values determined, respectively, in four-point uniaxial flexure and ring-on-ring biaxial flexure. However, consider-

ing the appreciable scatter in n that has been commonly observed for many ceramics with the coefficients of varia-

tion in n reaching up to 30 percent, such a difference would be regarded less significant. Most of the tested

specimens failed at the central loading zone in which the maximum biaxial stresses occurred. Typical examples of

crack-branching pattern and fracture surface of a test specimen subjected to a fast stress rate of 2500 MPa/s are

shown in figure 14. A reasonably defined mirror region is seen from the fracture surface together with a possible

surface-flaw origin.

400 --

_. 300-

e-

e-

= /X
_ 20o -
U.

_5o I
10-2 10-1

96 wt% alumina Inert
RT water
Ball-on-ring biaxial

/x

/x

/x

I I I l I I I

100 101 102 103 104 105 106

Stress rate, _r [MPa]

Figure 13.--Results of constant stress-rate testing
for alumina square plate specimens in ball-on-
ring biaxial flexure in room-temperature distilled
water.

Figure 14.--Typical fracture pattern (a) and fracture
surface (b) of an alumina square plate specimen in
ball-on-ring biaxial flexure in room-temperature
distilled water: _ = 2500 MPa/s; off = 314 MPa. The
arrow in (a) indicates a flaw origin.
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PureTensionWithDog-BonedTensionSpecimens

Thestrength-versus-stressrateresultsofconstantstress-ratetensiontestingwiththedog-bonedtensionspeci-
mensarepresentedin figure15.The SCG parameters were found to be n = 40.13+8.29 and log D = 2.2898_+0.0099,
as seen in table II. The SCG parameter n is in good agreement particularly with the values obtained from the four-

point unaxial flexure and the ring-on-ring biaxial flexure testing. It should be noted, however, that as shown in the

figure the strength scatter in pure tension (ranging up to 12 percent in the coefficients of variation) was significantly

_eater especially at the intermediate stress rates than that (typically <5 percent) observed from either uniaxial or

biaxial flexure tests. A typical fracture surface showing a surface flaw-associated failure, due to a machining flaw, is
shown in figure 16.

A Summary of Test Results

The results of all the constant stress-rate testing with four different specimen/loading configurations are summa-

rized in figure 17. For clarity, arithmetic mean strengths with error bars were plotted together with the best-fit lines

that were determined based on the arithmetic mean strength values. As mentioned above, discrepancy in the SCG

parameter n among the four specimen/loading configurations was not appreciable, ranging from n = 35.5 to 47.2,

with an average value of n = 41.6_+5.0. This indicates that the SCG parameter n remained almost constant, irrespec-

tive of loading/specimen configurations, confirming again that it is a uniquely defined material/environment con-

stant. Previous results on slow crack growth flexure testing for the same material/environment but with indented

four-point beam test specimens showed that the SCG parameter n was 53, 43 and 47, respectively for constant

stress-rate ("dynamic fatigue"), constant stress ("static fatigue") and cyclic stress ("cyclic fatigue") testing (ref. 5).

Hence, based on the current and previous results it can be concluded that the SCG parameter n of 96 wt % alumina

is invariably a material constant for a given environment (water), independent of either specimen/loading configura-
tion, type of slow crack growth (fatigue) testing, or type of flaws (machining flaws, natural flaws, or indent flaws).

In fact, the range of SCG parameter n for a variety of aluminas (90 to 99.9 percent) in ambient air or water has been
reported as around n = 30 to 50 (refs. 18 to 22).

400 --

300 --

¢-

200

150 I

96 wt% alumina
RT water
Pure tension

A

A A
A

A
A A
A A

A

A

A

I I I I I t I

Inert

V

10-2 10-1 100 101 102 103 104 105 106

Stress rate, _r [MPa]

Figure 15._Results of constant stress-rate testing
for dog-boned, alumina cylindrical tensile test
specimens in room-temperature distilled water.

Figure 16.--A typical fracture surface of a dog-boned,
alumina cylindrical tensile test specimen in room-
temperature distilled water:, b = 2500 MPa/s;
¢rf = 219 MPa. The arrow indicates a flaw origin.
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V Ball-on-ring
O Four-point flexure
[] Ring-on-ring

n _

/_ Tension

36

47

43
40

Inert

96 wt% alumina
RT water

I I I I I I
101 102 103 104 105 106

Stress rate, _ [MPa]

Figure 17.--A summary of constant stress-rate testing
for 96 wt% alumina with four different specimen/
loading configurations in room-temperature distilled
water. The solid lines represent the base-fit lines.
The error bars indicate _+1.0 standard deviation.

The SCG parameter D in equation ( 1 ) is expressed as follows (refs. 9 and 11 ):

IogD=--I log[B(n+l)o'_'-2]
n + 1

(7)

where B is another SCG parameter and _ri is the inert strength. For a given material/environment, the SCG parameter
D is a strong function of inert strength of a material, hence sensitive to the specimen/loading configuration. The

SCG parameter D or overall fatigue strength is in increasing order from pure tension (lowest), to ring-on-ring biaxial

flexure, to four-point uniaxial flexure, and to ball-on-ring biaxial flexure (highest), as can be seen in table II or
figure 17.

Fractographic Analysis

The results on the branched crack measurements from the tested biaxial specimens (inert and fatigue) as well

as on the fracture-mirror size measurements from the tested four-point uniaxial flexure specimens (inert and fatigue)

are shown in figure 18. For a reasonably accurate data representation in association with the state of stress, crack

branching lengths >1.2 mm were not taken as valid data points in biaxial flexure, while fracture mirror sizes

>0.9 mm were not taken in four-point unaxial flexure. Fracture mirror was not well-defined with clear demarcation

in the fracture surfaces of the tested tension specimens, so it was unable to determine fracture mirror size from those

specimens. Based on the results in figure 18 together with equation (6), crack branching and fracture mirror con-
stants can be determined. The crack branching constant was A = 7.24_+0.66 and 7.39-!--0.55 MPa.q_, respectively,

for ring-on-ring biaxail flexure and ball-on-ring biaxial flexure. The fracture mirror constant for four-point uniaxial
flexure was A = 7.63_+0.53 MPa_t-m. A summary of strength versus branched length or mirror size including all the

three cases is shown in figure 18(d). As seen in the figure, there was no appreciable difference in the values of A,
ranging from A = 7.2 to 7.6 MPa_t-m, regardless of specimen/loading configuration (either biaxial flexure, uniaxial

flexure, or pure tension) and test environment (either water or inert medium). The ratio of crack branching or

mirror constant to fracture toughness was A/KIc = 2.33 to 2.66. A relatively large range in A/KIc ratio, ranging from

NASA/TM--2000-210206 13
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Figure 18.mResults of crack branching and fracture mirror size measurements for 96 wt% alumina: (a) ring-on-
ring biaxial plate test specimens; (b) Ball-on-ring biaxial plate test specimens; (c) Four-point uniaxial flexure
rectangular beam test specimens; (d) summary of all three cases.

1.1 to 3, has been reported among polycrystalline ceramics and glass [e.g., refs. 17 and 23 to 27). However, it should

be noted that for glass the ratio ofA/Kic = 3 has been known as a unique material parameter regardless of flaw his-

tory such as loading, flaw types and environment (refs. 17, 26 and 27). The fact that the crack branching and fracture

mirror constants determined from 96 wt % alumina are in reasonable agreement to each other is another but indirect

indication of the valid strength measurements made in this test program.

PREDICTION

CARES�LIFE Design Code

A rigorous, accurate life prediction of a component from one specimen/loading configuration to another can be

made using the NASA Glenn developed, CARES�Life public domain computer program. This can be achieved by

determining statistical strength and SCG parameters in conjunction with results from finite element analysis of test

specimens or structural components. Details regarding methodology of parameter estimation and component reli-
ability are provided elsewhere (ref. 2) and are repeated here only briefly.
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TheCARES�Lifetime-dependentreliabilityanalysiscode,whichusestheBatdorfmultiaxialmodel(several
othermodelsarealsoincorporatedin thecode)(refs.28and30),dependsonself-similar(crackgrowthwithinthe
sameplane)fatiguecrackgrowthlaws.Forthepowerlaw,ageneralizedSCGformula,thesameinprincipleas
equation(2),isexpressedasfollows:

da(W,t)

dt

. _z IW t_- A l_leql " , t (8)

where _ represents a spatial location and orientation for the crack. Kle q is an equivalent mode I stress intensity
factor

K" _'e t_ crle_(V,t)Y_d('e,t)leq t , J =
(9)

where Y is a function of crack geometry, _leq is the equivalent mode I far field stress normal to a crack. From
equations (8) and (9) it can be shown that for a given time interval, the equivalent transformed stress distribution

Oteq.O(W) at the beginning of that time interval t = 0 is related to the degraded strength CYleqf = (Yleq(t[f,tf) at the end of

the time interval t = tfthrough the following equation:

1

a_eq(tP't)dt _n-2

o,,.<,.o(Vl: 8 +o,<<,(<t,.,l) (10)

2
B= (11)

..2..n-2. -- 2)A r _lC (n

The time-dependent reliability of a ceramic component can be computed assuming a crack density distribution,
which is a function of the critical effective stress distribution. For surface analysis, the probability of survival,

Pss(!t,), based on the Batdorf model (refs. 28 to 30) is

Pss(tf )=exp[-kBs f . f_[_leq'O(*) ]msdotdA] (12)

where k-B5 is the normalized Batdorf crack density coefficient for surface flaws, trleq,0( t/5 is the transformed critical

effective stress distribution at t = 0 as given in equation (10), aos is the Weibuli scale parameter for surface flaws,

m s is the Weibull modulus, and A denotes surface area. (Yleq,O( tltO is dependent on the appropriate fracture criterion,

crack shape, and time tj,
The Batdorf method also depends on a mixed-mode fracture criterion and flaw shape. Using the criterion pro-

posed by Shetty (ref. 31), an effective stress tYleq( tP, t) is expressed

(13)

where au is normal stress and r is the shear stress on the flaw at (7-',t), and C-_is Shetty's (empirical) constant in
mixed-mode fracture, called 'shear sensitivity parameter.' Shetty's constant C is empirical in that an appropriate

value of C- can be chosen to fit to a given set of data. Typical values of C range from 0.2 to 2.0.
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TheCARES/L(/'?reliabilityanalysiswasperformedtopredictfatiguestrengthinbothring-on-ringbiaxialflex-
ureandball-on-ringbiaxiaiflexure,basedontheSCGdatadeterminedin four-pointuniaxialflexure.A similar
workbutatelevatedtemperaturewasdonepreviouslyusingthedatageneratedfromasiliconnitrideat1300°C
in four-pointuniaxiaiflexureandring-on-ringbiaxialflexure(ref.32).It wasassumedherethatfailurewasall
associatedwithsurfaceflaws,sincetest-specimen(tension)surfacewasaregionmostsusceptibletoslowcrack
growthbecauseofitsdirectexposuretowater,asalsosupportedinpartbyfractographicanalysis.Thefinite
elementmeshes(quartersymmetrymodels)usedtodeterminestressdistributionsof squareplatetestspecimens
subjectedtoring-on-ringbiaxialflexureandball-on-ringbiaxialflexureareshowninfigure19.Theresultingstress
distributions--normalizedmaximumprincipalstress--aredepictedinfigure20.A stateofbiaxialstresseswithin
boththeloadingringinthering-on-ringconfigurationandtheloadingcontact-zonein theball-on-ringconfiguration
wasevident.Theanalyticalsolutions,equations(3)and(5),werefoundtobeingoodagreementwiththefinite
elementanalysis.

Basedontheproceduresdescribedabovetogetherwiththeparametersestimatedaswellaswiththestressdis-
tributionsbyfiniteelementanalysis,reliabilitypredictionsweremadeforthecasesofring-on-ringandball-on-ring
biaxialflexure.Theircorrespondingresultsareshowninfigures21and22,respectivelyforring-on-ringandball-
on-ringbiaxialflexure.A valueofshearsensitivityparameterof C = 0.8 was used for both predictions. A 95 per-

cent confidence limit was also included in the figures. As can be seen from the figures, the predictions from the

four-point uniaxial flexure data were in very reasonable agreement with the experimental data obtained from ring-
on-ring and bali-on-ring biaxial flexure. This again indicates that the time-dependent effects of multiaxial stress state

and the amount of material under stress can be accounted for using the time-dependent probabilistic design method-
ology as incorporated in the CARES/L(fe design code.

Analytical Method (PIA model)

The prediction of strength from one specimen/loading configuration to another will be made in this section

based on a simple analytical, statistical model, called the principle of independent action (PIA) model (refs. 2 and 3).

As for the CARES�Life prediction, failure was here assumed all associated with surface flaws, since test-specimen

(tension) surface was a region most susceptible to slow crack growth because of its direct exposure to water.

According to the PIA model, the (inert) strength of one test specimen (Specimen '1') having one specified surface

area (or volume) can be related to that of another test specimen (Specimen '2') having another specified surface area
(or volume) as follows:

1

GI =G2[Aeff" ] m (14)

LAef_iJ

where the subscripts '1 and '2 • denote any quantities associated with Specimens 1" and , , and AefflS the effective
surface area, defined as follows

(15)

where o"o is the reference stress for a maximum stress occurring in test specimen) and S is the surface area subjected
to tensile stress (compressive stress treating as zero).

The effective surface areas for different specimen/loading configurations can be derived from equation (15)

once the stress distributions throughout the test specimen are known. The following is a summary of the effective

areas derived based on equation (15) for different specimen/loading configurations used in this work.

1. Rectangular beam test specimen in four-point uniaxial flexure:

(Lim + Lo)[B(m +1)+ W]
Aeff - (16)

(m + 1)2

where L o and L i are the outer and inner spans, respectively, B is the specimen width, and W is the specimen height.
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Figure 19._Finite element meshes

used for : (a) Square plate test

specimen in ring-on-ring biaxial

flexure; (b) Square plate test speci-

men in ball-on-ring biaxial flexure

(quarter symmetry model).
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Figure 20.--Typical examples of (normalized maxi-

mum principle) stress distributions determined by
finite element analysis for" (a) Square plate test

specimen in ring-on-ring biaxial flexure; (b) Square

plate test specimen in ball-on-ring biaxial flexure
(quarter symmetry model).
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Figure 21 .--Results of fatigue-strength prediction of

96 wt% alumina for the ring-on-ring biaxial tests

specimens by the CARES/Life code based on the
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Figure 22.--Results of fatigue-strength prediction of

96 wt% alumina for the ball-on-ring biaxial tests

specimens by the CARES�Life code based on the

four-point uniaxial flexure data. The 95% confi-

dence limit was included in the figure.

2. Square plate test specimen in ring-on-ring biaxial flexure:

A_ff=2n_2+2xfo[( cr,. /m+f _, Iml.dr (17)

where (r and ty t are radial and tangential stresses outside the loading-ring diameter, respectively, Crmax is the (maxi-

mum biaxial) stress occurring inside the loading-ring diameter, and r is radius in the polar coordinate system with

origin of the center of a test specimen. The effective area can be estimated by numerical integration with the known

equations of G, and tyt outside the loading-ring diameter (ref. 12) together with Crmax expressed in equation (3).

3. Square plate test specimen in ball-on-ring biaxial flexure:

The equation of Aeff for the case of ball-on-ring biaxial flexure is the same as equation (I 7). However, % and crt

(ref. 12) are different from those for ring-on-ring biaxial flexure. The equation for O'max is given in equation (5).

4. Dog-boned cylindrical test specimen in pure tension:

Aeff = 7rDLg (18)

where D is the test specimen diameter and Lg is the gage length.

5. Cylindrical beam test specimen in four-point uniaxial flexure:

/r

Aeff - D(Lim+ L°) fsin m 0 dO (19)
2(m + 1)

0

where D is the test-specimen diameter, and L o and L i are the same as defined in equation (16). This equation can be

solved only numerically since an analytical solution is not generally available because of its functional form. The

analytical solution exists only for the integer number of m with a condition of m < 3.
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With the effective area determined for a specific specimen/loading configuration using one of the above equa-

tions, a prediction of fatigue strength from one specimen/loading configuration to another can be made following the

procedure given below. Equation (1) using equation (7) can be written as follows:

1 l

¢y f = [B(n + l)G[z-2 ]n+l (y n+l
(20)

Hence, for a given environment/material/flaw population system the fatigue strengths of Specimens ' 1' and '2" hav-

ing different effective surface areas can be related from equations (14) and (20) with equation ( 1 ), as follows:

n-2 n-2

o,, ,= = D_ d"n+l
L%J "L°-_-"-_J

(21)

or

pt-2

!

[Aeff,. ]mU'+l) _r n+_ (22)

Equation (16) with the appropriate Aeff s and SCG parameters can be used to predict fatigue strength from one
specimen/loading configuration to another with the assumption that the flaw population remains unchanged. The

fatigue (n and D) and inert strength (m) data obtained from the four-point unaxial flexure test specimens were taken

as a baseline reference for the prediction, which were n = 47, log D = 2.349 and m = 20.2. The resulting prediction

at a level of 50 percent reliability (without taking statistical aspect (e.g., confidence level, etc) into account) is pre-

sented in figure 23. As can be seen in the figure, the prediction for both ball-on-ring biaxial and ring-on-ring biaxial

3OO
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"___ _-

/ g
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(a) l I t I I I I I
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Inert

96 wt% alumina
RT water

(b) I l I I I I I I
150 150

10-2 10-1 100 101 102 103 104 10- 2 10-1 100 101 102 103 104 105 106
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Figure 23.--Results of predictions of fatigue strength of 96 wt% alumina by the PIA method based on the four-
point uniaxial flexure data. (a) Predicted for ring-on-ring biaxial and ball-on-ring biaxial flexure. (b) Predicted

pure tension.
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flexurewasingoodagreementwiththeactualdata.Bycontrast,thepredictionfortensionwaspoorwiththeoverall
predictedstrengthbeingabout10percenthigherthantheactualdata.

Asstatedearlier,theas-receivedtensiletestspecimensshowedchattermarks,undercutsandspiralmachining
marksontheirgagesections,indicativeofpoormachiningquality.Asmentionedbefore,thetensiletestspecimens
hadtobepolishedwithSiCpapersandthenannealedat1200°Cfor 1hr.Aplausiblereasonforsuchasignificant
discrepancyinfatigue-strengthprediction(fig.23(b))wasbelievedattributedtothedifferenceinflawpopulation
betweenthetensiletestspecimensandthefour-pointuniaxialflexuretestspecimens.Toverifythishypothesis,a
newtestspecimenconfigurationwasmadefromthetensiletestspecimenssuchthatsomeofthetensiletestspeci-
mens(pin-hole,shoulder,ortransitionregionbrokenspecimens)werecutintouniformdiameter,cylindricalrod
testspecimenswithalengthofabout20mm(i.e.,simplycuttingofftheupperandlowerheadsofeachtensiletest
specimen).Thetestspecimenswerethenannealedat1200°Cfor1hrinanattempttohavethespecimens'surface
conditionsrecoveredtotheiroriginalconditionspriortotheprevioustensiletesting.Thismethodhasbeenproved
appropriateforthetestmaterialandhasbeenusedcustomarilyin thisLab.Thetestspecimens,termed'cylindrical
rodtestspecimens,'werethensubjectedtoconstantstress-ratetestinginroom-temperaturedistilledwaterin four-
pointflexurewith9.617mm-innerand18.425mm-outerspans.Theelectromechanicaltestframewasusedin load
control.Onlytwostressratesof0.0333and33.33MPa/swereemployed,duetothelimitednumberoftestspeci-
mensavailable,withatotalof5specimensateachstressrate.

Resultsofconstantstress-ratetestingforthecylindricalrodtestspecimensin four-pointflexureareshownin
figure24.Theresultingpredictionbasedonthedatafortherectangularflexure-beamtestspecimensisalsoshown
inthefigure.Thetensilefatiguedataanditsrelatedpredictionwereincludedforcomparison.Surprisingly,contrast
tothecaseforthetensiletesting,agreementbetweenthepredictionandtheactualdataforthecylindricalrodtest
specimenswasexcellent.Thisimpliesthattheflawpopulationofthecylindricalrodtestspecimenswouldhave
beenverysimilartothoseoftherectangularbeamtestspecimens.Therefore,thehypothesisthatthepooragreement
betweenthepredictionfromuniaxialflexure(withrectangularbeam)andtheactualtensiledatawouldbeattributed
tothedifferenceinflawpopulationseemstobeunjustified.Noteagainthatallthetestspecimensusedinthistest
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O Four-point flexure (rectangular)
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300 --
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Ifornexure) J
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Figure 24.mResults of fatigue-strength prediction
of 96 wt% alumina for the cylindrical rod uniaxial
flexure test specimens (cut from the tensile test
specimens) by the PIA method based on the four-
point uniaxial flexure data. The original tensile data
were included for comparison.
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programwereannealedwiththesameconditionjustpriortotheindividualtesting,toensuretheconsistentcondi-
tionsoftest-specimensurfaces.Theexactreasonfortheinconsistentbehaviorexhibitedbythetensiletestspeci-
mensisnotclearyet.Elaborateexperimentalworkregardingthisissueisneededtopinpointakeyaspect.

CONCLUSIONS

Constantstress-ratetestingfor96wt%aluminawasperformedindistilledwateratroomtemperatureusing
fourdifferentspecimen/loadingconfigurationssuchasfour-pointflexure,ring-on-ringbiaxailflexure,ballon-ring
biaxialflexure,andpuretension.TheSCGparametern for 96 wt % alumina was almost independent of specimen/

loading configurations, either in four-point flexure, ring-on-ring biaxial, ball-on-ring biaxial flexure, or in pure ten-

sion, ranging from n = 35 to 47 with an average value of n = 41.1 + 4.5. This indicates that the SCG parameter n of

96 wt % alumina is a unique material constant for a given material/environment system. The prediction of fatigue-

strength/reliability based on the four-point uniaxial flexure data using the CARES�Life design code as well as a PIA

model was in good agreement with both the ring-on-ring biaxial and the ball-on-ring biaxial data. By contrast, a

poor prediction (used by the PIA model) was observed for the dog-boned tensile test specimens, presumably due to

different flaw population involved in tensile test specimens.
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